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Disclaimer of Liability

The following presentation Is provided solely
for educationa purfoses. Nothm? contained
herein 1S Infended to supersede the existing

State law or Commission regulations. Persons
seeking a legal reference should utilize the
Code of Virginia Iitself. The State Corporation
Commission does not assume any
responsibility for the acts or conduct resulting
from any person who has viewed fthis
presentation.




General Practices

 Follow all applicable portions of the State Corporation
Commission's Rule 20VACS-309-150. Requirement for
Irenchless Excavation as well as the requirements for Frivate
Sewer Laterals and Sewer Systems in § 56-265.19:1.

» Priorfo setling up any bore operation, pothole all applicable
utilities using the State Corporation Commission's Division of
Utility and Railroad Safety's Exposing Underground Utility Lines
Requirements and Best Practices (Hand Digging Best Practices).

» Steerable mole units and mole units equipped with radio
transmitting sondes are preferred If available. (Radio sondes are
more effective when fitted to the front of the unit.)

« Limit the use of an impact mole according to soil conditions on
the site, the proximity to existing utilities, other impediments, and
type of installation.

» Give special consideration to water and sewer systems within the
area. 3




General Practices

Note: The rfollowing may assist in determining the location of water
systems that cannot be accurately located:

» Review ticket responses received from the nofification center to
see If water operators have been notified;

» Aftempt to contact the homeowner/developer for water location
information:;

» Perform a visual site inspection. Look for clear evidence such as
old marks, water meters, valve boxes, etc.;

» [ry fo locate service entrance and exit points at building to
cetermine route;

» Be aware of patches in pavement that could indicate where water
utilities had been previously uncovered;




General Practices

« Aftempt to locate unmarked facility services using available
equipment;

» Physically verify the location of the facility service; and

» Consult the operator of unmarked water facility for additional
assistance.







